
ECO VOLT |   ZERO1 

MODEL NAME

PRODUCT TYPE

ECOVOLT ZERO1

SINGLE ROOM DUCTLESS MVHR

SPECIFICATION

DESCRIPTION

1. Low energy demand

2. Supply clean fresh air to the house

3. Remove stale extract air from the house

4. Cleans the air of dust and insects

5. Prevent excessive humidity and appearance of mold

6. Protects against outdoor noise

7. Recovers heat and provides humidity balance inside

8. Reduces the heating costs in winter and air conditioning costs in summer
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 ZERO1 OVERALL DIMENSIONS (MM)



ECO VOLT |   ZERO1 

PERFORMANCE

Color

Material

Voltage / Frequency

Airflow [Max]

Heat Exhange Rate

Power

Applicable Areas 

Operation Mode

Speed Mode

ABS

230VAC / 50 Hz

60m3/h

90%

6W

5-30m3/h

Air supply mode / Exhaust mode /  Dual mode

High / Middle / Low speed

White 

ZERO1

Speed

Supply Voltage, 50-60Hz

Air Capacity<m3/h>(CFM)

Power

Current<A>

RPM<min-1>

Noise Level, 1m <dB>

Noise Level, 3m <dB>

1~100~230

1,8

0.019

2200

31

I

22

48(28)

3,9

0.034

2400

35

II

25

54(32)

6,0

0.053

2800

43

III

33

60(35)

PERFORMANCE CURVE

ACCESSORIES SAFETY & CERTYFICATES
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1 x User’s manual, Fixing screws CE (EMC, R&TTE, LVD, HEALTH, ROHS) 

Unit 3C/D Rosemount Park Drive,
Rosemount Business Park.

+353 (0)1 5240387 Info@ecovolt.ie
www.ecovolt.ie


